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WORKBENCHES -

HeavyDuty 1100

Worktop thickness: 80 mm
Length including vices: 1100 mm
Worktop length: 950 mm
Worktop width: 350 mm
Vise capacity: 125 mm
Working height: 850 mm
Weight: 33 kg

HeavyDuty 1200

with the possibility of universal placement of vices for both right-handed and left-handed users

Worktop thickness: 80 mm
Length including vices: 1210 mm
Workiop length: 1060 mm
Width including vices: 650 mm
Worktop width: 500 mm
Vise capacity: 125 mm
Working height: 850 mm
Weight: 54 kg

HeavyDuty 1500

with the possibility of universal placement of vices for both righthanded and left-handed users

Workfop thickness: 80 mm
Length including vices: 1490 mm
Worktop length: 1340 mm
Width including vices: 650 mm
Worktop width: 500 mm
Vise capacity: 125 mm
Working height: 850 mm
Weight: 61 kg

HeavyDuty 1700

with the possibility of universal placement of vices for both right-handed and left-handed users

Worktop thickness: 80 mm
Length including vices: 1700 mm
Worktop length: 1550 mm
Width including vices: 650 mm
Worktop width: 500 mm
Vise capacity: 125 mm
Working height: 850 mm
Weight: 65 kg
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WORKBENCHES -

The HEAVYDUTY workbench is also available in an economical version designed for

DIYers who want to customize the fable to their preferences. All specifications are

identical to the HEAVYDUTY series, with the following differences:

» The workfop and base allow for individual adjustments — sanding, oiling and other
adjustments according to personal preferences.

The user has the option o assemble the entire workbench and adjust its surface and
edges 1o their own preferences using basic power fools.
Tools not included.

r - A pair of aluminium bench dogs
| comes with each vice
|
1
|

v - Anti-rack screw
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WORKBENCHES -

Starter 1100

Worktop thickness: 90 mm
Length including vices: 1100 mm
Worktop length: 950 mm
Worktop width: 350 mm
Vise capacity: 145 mm
Working height: 860 mm
Weight: 25 kg

Starter 1200

Worktop thickness: 90 mm
Length including vices: 1200 mm
Workiop length: 1060 mm
Width including vices: 630 mm
Worktop width: 500 mm
Vise capacity: 145 mm
Working height: 860 mm
Weight: 36 kg

Starter 1500

Workfop thickness: 90 mm
Length including vices: 1500 mm
Worktop length: 1340 mm
Width including vices: 630 mm
Worktop width: 500 mm
Vise capacity: 145 mm
Working height: 860 mm
Weight: 39 kg

Starter 1700

Worktop thickness: 90 mm
Length including vices: 1700 mm
Worktop length: 1550 mm
Width including vices: 630 mm
Worktop width: 500 mm
Vise capacity: 145 mm
Working height: 860 mm
Weight: 43 kg
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WORKBENCHES -

The STARTER workbench is also available in an economical version for DIYers who

want to customize the table to their preferences. All specifications are identical to the

STARTER series, with the following differences:

* The workiop and base allow for individual adjustments - sanding, oiling and other
modifications according fo personal preferences.

The user has the option o assemble the entire workbench and adjust its surface and
edges 1o their own preferences using basic power fools.
Tools not included.

_, — - One pair of aluminium
bench dogs for each vice.

Optional installation - - - - -

for right and lefi-handed users - — — - Solid beech legs
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WORKTOPS

Worktop WT4 - STARTER

Compact worktop — a versatile solution for DIYers and craftsmen dealing with limited
space. Beech worktop, 20 mm thick.

Worktop thickness: 20 mm
Length including vices: 480 mm
Length of workiop: 350 mm
Width of workfop: 350 mm
Jaw width: 125 mm
Height: 100 mm
Weight: 8 kg

Worktop WT3 - HEAVYDUTY

Compact workfop — a versatile solution for DIYers and craftsmen dea- ling with limited
space. Beech worktop, 40 mm thick — strong and durable. Special spacer screw
ensures vise alignment when clamping material on one side only.

Worktop thickness: 40 mm
Length including vices: 620 mm
Length of worktop: 470 mm
Width of worktop: 350 mm
Jaw width: 125 mm
Height: 85 mm
Weight: 11 kg 4

/
/

/

t - - 2 pairs of aluminium
bench dogs included
with booth models

Spacer screw
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WORKBENCHES -

Infroducing our Workbench for both children and seniors, a versatile workstation with
an 80mm beech-block work surface and cast iron-steel vice Bench10. Tailored for
various users, including children and seniors, here are the key specifications:
¢ Choice of 80mm or 20mm beech workiop
> Junior_Senior80 offers a thickness of 80 mm throughout the worktop.
> Junior_Senior20 offers a total thickness of 90 mm and a work surface thickness
of 20 mm.
¢ Cast Iron-Steel Vice Bench10 with a Wooden Handle. Optional Steel Crank Handle
Bench10K.
¢ Pre-Oiled Finish.
* Professional Bench Dogs: The package includes a pair of robust aluminium dogs
with a 19mm (3/4 inch).
* Height-adjustable wooden legs.

Junior_Senior 20

Length: 1080 mm
Width: 350 mm
Height: 560-860 mm
Length of worktop: 950 mm
Width of worktop: 350 mm
Height of workfop: 90 (20) mm
Diameter of hole: 19 mm
Weight: 26 kg

/
Height-adjustable legs - - - -

Junior_Senior 80

Length: 1100 mm
Width: 350 mm
Height: 550-850 mm
Length of worktop: 950 mm
Width of worktop: 350 mm
Height of worktop: 80 mm
Diameter of hole: 19 mm
Weight 32 kg

/
Height-adjustable legs - - -
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COMPATIBLE ACCESSORIES

Y
Bench1-19 Bench1-19-55WT Bench9A-19 Bench9B-19
Aluminium Bench Dogs  Aluminium Bench Dogs Anvil Protection Plate
55 mm
Benché Bench5-19E Bench4 CorkBench10
Universal Clamp Clamp EKO Stool Cork Jaws

-

AL150 AL300 BenchHF10 Bench5-19

Aluminium Jaws Aluminium Jaws Holdfast Sturdy clamp
150 mm 300 mm
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Czech Quality Tools Since 1918
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